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KITCHEN WEGA

DOOR: Lacquered:MDF panel polyester smoothed base thickness 23 mm, coated in direct gloss or matt silk finish

Veneered: wood particle board panel, class E1, veneered with sheared ash wood in half flame striped ash, thickness 
23 mm.

Register pore: wood particle board panel, class E1, thickness 23 mm, coated in melamine laminated on both sides 
in a register pore finish

Pet:MDF panel, thickness 23mm, class E1, coated in matt pet

 

COMMON ELEMENTS AND ACCESSORIES

FRAME STRUCTURE

AS STANDARD: developed using 18 mm thick wood particle board panels CARB P2 melamine-faced on two sides 
with a matt melamine finish in the various colours. Edging for wall units with 0.8 mm ABS edging and polyurethane 
adhesives on three sides and paper edging on the back. Edging for floor units with 0.8 mm ABS edging and 
polyurethane adhesive on one side and paper edging on the other three sides.

ALTERNATIVELY:Sides in finish to match the door: in lieu of structural melamine-faced sides.

INTERNAL SHELVES

Melamine-faced shelves: developed like the structure in melamine-facing class E1, edged on 3 sides and front 
edge in ABS, fitted with a safety non-release clip. Possibility of equipping the shelves with an aesthetic steel profile.

Glass shelves: in polished wire, tempered, ground float glass, 4 sides, thickness 6 mm, 8 mm for 120 cm wide wall 
units with safety anti-release shelf supports

BACK PANELS: MDF panel, thickness 3.2 mm, class E1.
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COMPONENTS

DRAWERS AND BASKETS

BLUM Antaro system as standard with white non-toxic epoxy resin coated metal back and sides, depth 50 cm.

Guides with end run stop and fitting system for anti-release block and fitted with blumotion self-closing 
mechanism that acts in the last 4 cm.

Wood fibre particle board base, thickness 16 mm, melamine, class E1.

Two-dimensional adjustment of the front for drawers and three-dimensional adjustment for baskets.

Dynamic capacity: 30 kg. In 120 cm wide baskets, the guide capacity is 50 kg.

Silent movement guaranteed for more than 100,000 opening/closing cycles.

The baskets are fitted with a white  coated metal or stainless steel containment rail. Possibility of requesting 
baskets with tempered transparent glass side, thickness 8 mm.

Possibility of requesting the lower baskets of the sink floor unit with Blum SERVODRIVE electric opening 
system

ALTERNATIVELY:Orion grey Legrabox with blumotion

BLUM system with sides and back in grigio orione coated metal. The sides are straight inside and out.

Guides with end run stop and fitting system for anti-release block and fitted with blumotion self-closing 
mechanism that acts in the last 4 cm.

Dynamic capacity: 40 kg.

Three-dimensional adjustment of the drawer and basket fronts.

At request, with spring opening-blumotion opening.

HINGES WITH Blum BLUMOTION CLIPtop system entirely in metal and nickel, equipped with three adjustments, 
resistance guaranteed for more than 200,000 opening/closing cycles, fitting and quick release with clips.

The amortised closure built into the hinge ensures gentle, quiet movement. The function can be easily deactivated 
at any time.
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BRACKETS for wall units In moulded ABS with steel hook and covered by a height and depth adjustable aluminium 
protection. Tested to (each) support up to 65 kg in weight (DIN 68840).

For suspended floor units in metal, height and depth adjustable with fixing system that prevents their release 
from the wall. Capacity up to 120 kg per bracket (EN 14749)

INTERNAL PLATE DRAINER with moulded AISI 201 stainless grill. Possibility of fitting the frame with a LED light 
that switches on with a sensor.

SINK BASE where envisaged, coated in smooth anodised aluminium to protect the unit from accidental water leaks.

REFRIGERATOR UNIT BASE In pre-formed technical polymer, resistant to damp, it protects the frame from the 
formation of condensation and guarantees that the refrigerator is properly ventilated.

PLINTHS. PVC coated in melamine paper, veneered equipped or matt lacquered with a rubber seal for better 
adherence. Fixing to the unit feet with hooks to enable easy removal.

Aluminium co-extruded, smooth in a stainless, burnished and white coated. Fixing to the unit feet with hooks to 
enable easy removal.Shaped wood consisting of MDF panels, class E1, veneered in the various classic finishes.

FRAMESconsisting of MDF panels, class E1, veneered in the various classic finishes.

FEET In variable height (120-150 mm H) technical polymer that is height adjustable up to 1 cm. Assembly is quick-fit 
and therefore without through holes on the base of the structure.

FLAP DOOR, PACKAGE, VERTICAL LIFTING AND DIAGONAL OPENING MECHANISMS with Blum AVENTOS 
clutch spring system that enables a halt in any position and with built-in blumotion braking system to enable the 
door to close gently and quietly. The mechanisms can be adjusted three-dimensionally.

They can be electrified with SERVODRIVE and have touch opening (simply brush against the front); the closure is by 
means of a radio frequency sensor.

SHELVES comprising wood particle board panels or MDF class E1 in the various finishes available. Straight-edged 
ABS

WORKTOPS

LAMINATE TOP - SPECIAL LAMINATE: comprising wood particle board panels, thickness 20 mm, 40 mm or 60 
mm, water repellent*, class E1 and coated in high pressure HPL laminate (high pressure laminate), namely, many 
layers of paper impregnated with thermo-hardening resins compacted by the combined action of heat and high 
pressure. This treatment makes the material strong and resistant to scratches and impact.

*in the furniture industry, the term "water repellent" is used to refer to "unfinished" MDF or plywood panels 
that resist swelling caused by water in wood fibres. This resistance is not absolute and there is a scale of 
values. Naturally, other factors also contribute towards the resistance to water, such as type of melamine-
facing, the gluing process and the sealing of the edges.

FENIX LAMINATE TOP: comprising particle board panels, thickness 20 mm or 40 mm, class E1 and coated in FENIX 
NTM laminate (decorative paper treated with thermoplastic resins obtained with the help of nano technologies). The 
front edge in straight Fenix.
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